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GALAXY

o6wumn Bua TRIF

Common view
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GALAXY
MoHTaXKHasa cxema
Mounting scheme
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3/8



GALAXY TRIF

MoHTarkHaA cxema, o6LMM1 BUA
Mounting scheme, common view

Kaodess cBemussHuka
Luminaire’s cable

bemoH
Concrete

3JaknadHasa demaib
Embedded item

Kadesns 6 [IHA mpyde
Cable in corrugated LDPE pipe
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GALAXY

[NloakntoveHune T R | F

Electrical connection

OBO3HAYEHUA

"Honb"

Protective

Earth

FEPMETMYHAA KOPOBKA / T'PLL
Sealed box / Electrical shield

MNutanne ~ 220V

Power ~220V fmopousonvpytowas mydra /
TepmoycaxnBaemasi Tpyoka
C KrneeBbIM MOACIIOEM
Water-insulating coupler
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) Kabenb kK cBETUSIbHUKY

Cable to luminaire

Brok lNuTaHnsa (3aBUCUT OT UCMOSTHEHUSA CBETUSBHUKA)
POWER SUPPLY (depends on the design of the luminaire)
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TRIF

TRIF GALAXY

TexHuuyeckue XapaKTepuctukm ceetoamogHoOro cBeTuJ/ibHMKa

MowHOCTb:

LiBeToBas Temnepartypa:
CeeToBas oThoava:
CBeToBOW MNOTOK:

CRI:

OnTtuka:

MNMuTaHne:

CTeneHb 3alUThI:

Y 0aponpoYyHOCTb:
TemnepaTypa akcnayaraymm:
Tun yctaHoBKM:

,D,J'IMHa. CBeTUJIbHUKa:

Bec (cBeTUNbHUK + 3aknagHas
neTanb)

Martepwansbi:

KacTtomMumzauyus:

Cpok cny>x6bil:

24 Bt
2200-6500K
207 nm/BT
4968 nm

>70 Ra

AccumeTpuyHas, 150x60°

LpanBep NnocToOAHHOro ToKa A9 CBeTOANOOHbIX
nsgenum 350 MA

IP69K

IK10

oT -60° no +40°
YcTaHoBKa Ha onopy

217 MM

15kr

MNpoxkekTop - antomuHum O16TC n NMNEKCUTTTIAC
Onopa - HeprkaBetowas ctanb

PasnunuHble pasmepbl 1 KpenieHns

0o 100000 vyacos
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TRIF

TRIF GALAXY
Specifications of LED luminaire
Power 24W
Color temperature 2200-6500K
Luminous efficacy 207 Im/W
Luminous flux 4968 Im
CRI: >70 Ra
Optics Asymmetric, 150x60°
Power supply DC LED driver 350 mA
Ingress Protection Rating IP69K
Impact resistance IK10
Temperature conditions from -60° to +40°
Installation type installation on a pole
Luminaire's length 217 mm
Weight (luminaire + 15kg

embedded item)
Luminaire - aluminum D16TS and PLEXIGLAS

Material Pole - Stainless steel
Customization different sizes and fastenings
Lifetime up to 100000 hours
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CXEMA 3/IEKTPUYECKAA

ELECTRIC SCHEME

GALAXY

TRIF

NnoAKNt0YEHME CBETOAMOAHOIO CBETU/IbHMKA
C UICTOYHMUKOM NOCTOAHHOIO HANPAXKEHUA

GALAXY

connection of LED luminaire
with DC voltage source

GALAXY

N

» MCTOYHMK NOCTOSAHHOIO
2208 - HanpAXXeHusa ANns

g—  CBETOAMOAHbIX U3AEeNUN

L DC (24V)

Q_

PE

8/8



	Sheets and Views
	GALAXY-1
	GALAXY-2
	GALAXY-3
	GALAXY-4
	GALAXY-ЭЛ СХЕМА
	GALAXY-ТТХ
	GALAXY-TTX2
	GALAXY-СХЕМА ПОДКЛЮЧЕНИЯ


