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PIN AQUA TRIF

NoakntoyeHue
Electrical connection

FEPMETMYHAA KOPOBKA / I'PLLU
Sealed box / Electrical shield

MATAHUE ~ 220 V
POWER SUPPLY ~ 220 V

rMOPOW3ONNPYIOLLAA
CMOPOV3ONMNPYIOLLAA MYDTA MY®TA
WATER-INSULATING COUPLER WATER-INSULATING
COUPLER
' DC(24V)
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\ ENOK MUTAHMS  MPOBO[ K CBETUIbHUKY
POWER SUPPLY LEAD TO THE LUMINAIRE
J
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TRIF

TRIF PIN AQUA
TexHn4yeckne xapakTepMCTMKM NOABOAHOIO
CBETOAMOHOro CBETUJIbHUKA

LiBeToBasa temnepartypa (K) 3000/4000/5000/R/G/B
CseToBOM NOTOK (/IM/BT) 170
LiseTonepeaaya (Ra) 90

MoaknoyeHue /lpariBep NocToAHHOrO HanpsxeHusa 24 B (1.2 BT / 2.4 BT)
CteneHb 3aWuThbI IP68
Tun ycTtaHOBKU HaknagHon

MaTtepuan

Hep:kaBetowasa ctanb 1 NJIEKCUTIAC

Moaudomkaunn

JTaTyHb, okpacka no katanory RAL; pasnu4yHble pasmepsbl 1
BapuaHTbl KpenneHus

TRIF PIN AQUA
Specifications underwater LED lighting
Color temperature (K) 3000/4000/5000/R/G/B
Luminous flux (Lm/W) 170
Color Rendering Index (Ra) 90

Connection

DC24V (1.2W / 2.4 W)

Ingress Protection Rating

IP68

Installation method

Surface mounting

Material

Stainless Steel and PLEXIGLAS

Options

Brass, Painting in the catalog RAL; Various sizes and
options for fasteners.
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TRIF

CXEMA S/IEKTPUYECKASA
ELECTRIC SCHEME

PIN AQUA
NoAKl04EHNE NoABOAHOIO CBETOAMOAHOIO CBETM/IbHMKA
C MCTOYHNKOM NMOCTOAHHOI O HAMPAXKEHNA

PIN AQUA
connection underwater LED lighting
With DC voltage source
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